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PVC Conduit SCH.40 Fittings
End cap

Seal off unused conduit ends with this durable, PVC end cap,
designed to protect electrical systems from moisture, debris,
and physical damage. Ideal for both indoor and outdoor

applications, it ensures a clean and secure termination point.

« Molded from high-strength, weather-resistant PVC for
long-term reliability
- Provides a clean, secure termination for unused conduit ends
« Compatible with Schedule 40 and Schedule 80 PVC conduit L
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PVC Conduit

Part No. Item description Weight Quantity L ID

ECOTU 1/2” PVC End Cap - Conduit 0.0192 200 0.819 0.852
ECO2U 3/4” PVC End Cap - Conduit 0.0375 150 1.324 1.064
EC10U 1”7 PVC End Cap - Conduit 0.0527 100 1.378 1.330
EC11U 1-1/4” PVC End Cap - Conduit 0.0791 40 1.378 1677
EC12U 1-1/2” PVC End Cap - Conduit 0.1105 40 1.496 1.918
EC20U 2” PVC End Cap - Conduit 0.1488 20 1575 2.393
EC21U 2-1/2” PVC End Cap - Conduit 0.2822 15 1.969 2.890
EC30U 3” PVC End Cap - Conduit 0.3971 10 1772 3.515
EC31U 3-1/2” PVC End Cap - Conduit 0.5690 15 1.969 4.015
EC40U 4” PVC End Cap - Conduit 0.7782 12 2.165 4.515
EC50U 5” PVC End Cap - Conduit 11678 5 2.362 5.593
EC60U 6” PVC End Cap - Conduit 1.6041 10 2.559 6.658
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